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TECHNICAL DETAILS - PRO VEDRSION

PRO VERSION @&

009618000




BASFE VERSION &

The Originel

The dispensing group has been designed to be
easily moved from an IBC tank to another.

We have installed on the group a self priming
membrane pump without dinamic seals that
could reduce the reliability of the pump.

Technical details:

Stainless steel base.

Heavy duty pump, 230 V/50Hz
Manual nozzle.

Delivery hose 6 mt.

Suction hose 1,5 mt.

IBC - BASE VERSION

Flow rate 35 I/min

MANUAL NOZZLE Y.
Flow rate 40 I/min —— -
Weight 0,2 Kg R 4
Spout ext. diam. 19 mm .
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Stainless Swievel rubber ic fitting
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Code Code Code Code Code Code Code
F15522000 F15485000 F15484000 F15179000 F16433000 F16434000 F16435000
CODE DESCRIPTION ON/OF FLOW TENSIO Rpm| Watt| INLET/ WEIGHT PACKAGE
SWITCH | RATE N OUTLET DIMENSION
VOLT
F00201B10 SuzzaraBlue PRO Yes 35 I/min 230 2800| 370 | hose tail 3/4" 10 kg 48X37X37 cm
F00201B20 SuzzaraBlue BASE | Yes 35 I/min 230 2800| 370 | hose tail 3/4” | 8 kg 48X37X37 cm







